OWNERS MANUAL
«2000” PROSTAR
190, 195, 205, 205V-

DRIVE, X-STAR,
X5, HANG TEN,
SPORTSTAR 19

SAMMY DUVALL

SIGNATURE
SERIES



. asterCraft

ProStar 190

ProStar 195

ProStar 205
ProStar 205 V-Drive

Sammy Duvall

Signature Series

-X'-Siar
X-5

Hang Ten
SportStar 19




Important Safety and Warranty Informatior

[ ]

s

CCTSHIEERS S CULD TIE R F ATTELIFE T b DLk tpr b feo
LIAILTEMATICE AND REPAIR PROCEDURES DESCRIBED 1N THIS 1ol .

Welcome Aboard!

aEssbemunnsane

ONGRATULATIONS ON YOUR CHOICE OF THE FINEST SKI BOAT AVAILABLE.

MasterCraft is the recognized world leader for inboard ski boats today and has
been for more than 30 consecutive years. The quality, innovation, selection and value
are unmatched in the industry.

Cessvashanrn

PLEASE TAKE A FEW MINUTES TO READ THIS OWNERS AND OPERATORS MANUAL COMPLETELY
before you use your MasterCraft boat for the first time. It will help you answer
most of the remaining questions you may have about your new boat.

atsitrerbannas

E VERY EFFORT HAS BEEN MADE TO MAKE THIS MANUAL ACCURATE, ALL INFORMATION
is based on the latest product information available at the time of printing.

B ECAUSE OF OUR POLICY OF CONTINUQUS PRODUCT IMPROVEMENT, WE RESERVE THE

right to make changes at any time, without notice, in specifications and models
and also to discontinue models. The right is also reserved to change specifications,
: parts or accessories at any time without incurring any obligation to equip the same on
models manufactured before the date of the change.

MasterCraft

THE CONTINUING ACCURACY OF THIS MANUAL CANNOT BE GUARANTEED. THE

illustrations used in this manual are intended only as representative reference
views and may not depict actual model component parts. Information about certain
on-board components furnished by suppliers other than MasterCraft is provided sep-
arately. This information is available from your dealer.

MasrerCrart 1
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Construction and Standords

1.1 MasterCraft BOATS ARE CONSTRUCTED OF THE HIGHEST QUALITY FIBERGLASS

materials and resins available. We take pride in producing boats with the
highest standards of quality and workmanship. Our commitment to excellence is
evident in every part of the production process and facility. This commitment
continues to the owner with our limited warranty.

The hull, deck, stringers and inner liner are 100 percent hand-laid, with up to 22
layers of fiberglass. All major hardware is anchored in steel or composites that
have been in-laid into the hull and liner during the construction process.

All fasteners, hardware, handrails, shafting and lifting rings are made from pre-
mium-grade stainless steel. All parts operating in the water are constructed of
bronze alloys. Every boat is lake-tested and quality-checked at the factory. A per-
manent quality record is kept for future reference.

ALL MasterCraft BOATS COME EQUIPPED WITH MANY STANDARD FEATURES.

Among the skiing features are;
» anodized aluminum ski pylon  * oversized convex mirror

* tournament speedometers » transom ski tow eye
» tracking fins.

Amenities include:
* driver’s seat with rotocast frame ¢ teak swim platform
* drink holders * color-coordinated upholstery

* acoustically insulated engine box « hinged sun pad.

Among the safety-oriented features are:

* engine warning light = tethered engine-stop switch
* rear-facing observer seats * bilge blower & pump system
* vital warning and caution labels * homn

* fire extinguisher » navigational lighting.

Performance features encompass:
* instrumentation and custom gauges
* competition throttle control
* SilentMaster muffier/exhaust system
* a General Motors state-of-the-art, fuel-injected V-8 engine.

Mastorcrar:
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Cetrification

A WARNING

.

§ AN ACTIVE MEMBER OF THE NATIONAL MARINE MANUFACTURERS

ASSOCIATION (NMMA), every MasterCraft boat and trailer meets or
exceeds the rigid specifications for certification. This affirmation exceeds the
federally mandated United States Coast Guard (USCG) requirements and is
backed by the 600-member NMMA .

Inspections are performed annually by a nationally recognized, independent test-
ing organization—the NMMA. Inspectors visit the plant each year before the
model year begins to check all our models for conformance. The inspectors then
return—unannounced —during the year to insure continued compliance with cer-
tification requirements.

Certification checks are developed by the NMMA engineering staff and the
Marine Service Practices Committee to help guard against over-powering, over-
loading, fire, explosion, sinking and collisions.

All parts used in the construction of MasterCraft boats meet or exceed USCG and
American Boat and Yacht Council (ABYC) standards.

IMPORTANT: It Is the boat owner's responsibility to see that olf maintenance described in this book s performed as

required. Failure to do will resulf In voiding the waranty! Routine mainfenance is not covered under warranty and

charges wlill be pald by the boat owner. Services should be provided by a MasterCraft-approved decler, but f work

is completed by the boat owner, he must refaln all receipts for parts used. These parts must be of marine grade.

Mainlenance performed by anyone other than a MasterCrafi-approved dealer may result in voiding of the warranty!

Hull

Serial Number
Locations

THE HuLL IDENTIFICATION NUMBER (HIN) CAN BE FOUND AT THE TOP, QUTSIDE,
starboard comer of the transom. The HIN is motded into the transom and

federal law prohibits removal or tampering in any way.

| —l

)
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mon sense when operating your boat. Don't take unnecessary chances!

Be certain that all boat operators are aware of this information and conform to

boat safety principles.
Bomwc. SAFETY STARTS WITH A THOROUGH UNDERSTANDING OF OPERATION. IN General
addition to careful review of this manual, you should be aware as well that Precautions

there are many sources of information available. MasterCraft urges you to pur-
sue edditional training.

The following is a listing of just some of the agencies and organizations that offer
safety training or information:

. American Red Cross, National HQ
8111 Gatehouse Road, 6th Floor
Falls Church VA 22042
{202) 737-8300

. American Water Ski Association (AWSA)
799 Overlook Drive
Winter Haven FL. 33884
(941) 324-4341

. Boat Owners Association of the United States (BOAT/US)
880 South Pickett Street
Alexandria VA 22304
(703) 823-9550

. National Safe Boating Council
2550 M Street NW, Suite 425
Washington DC 20037
(202) 296-4588
. U.S. Coast Guard Auxiliary Commandant (G-NAB)

2100 Second Street SW
Washington DC 20593-0001
(202) 267-1001

FDERAL LAW REQUIRES CERTAIN SAFETY EQUIPMENT TO BE ON-BOARD AT ALL Safety Equipment
times. In addition, responsible boaters carry other equipment in case of
emergency. Check with the local boating authorities for any additional require-
ments over and above the federal stipulations.

Masiertrars
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OUR SAFETY, AS WELL AS THE SAFETY OF OTHERS WITH AND AROUND YOU, IS A direct

result of how you operate and maintain your boat. Read and comprehend this
manual. Make sure that you understand all the controls and operating instructions
before attempting to operate the boat. Improper operation is extremely dangerous.

The basic safety rules are outlined in this section of the manual. Additional pre-
cautions throughout the manual are noted by the following symbols.

A\ warnivG

This indicates a potentially hazardous situation, which, if not avoided, could result
in death or serious injury.

& CAUTION

This symbol indicates a potentially hazardous circumstance, which, if not avoid-
ed, may result in minor or moderate injury. It may also be used to alert against

unsafe practices.
A DANGER

This sign indicates an imminently hazardous situation, which, if not avoided, will
result in death or serious injury. This is limited to the most extreme situations.

The precautions listed in this manual and on the boat are not all-inclusive. If
a procedure, method, tool or part is not specifically recommended by
MasterCraft, you must satisfy yourself that it is safe for you and others, and
that the boat will not be damaged or made unsafe as a resuit of your decision.
REMEMBER: ALWAYS USE COMMON SENSE WHEN OPERATING, SERVICING OR REPAIR-

ING THE BOAT!

In addition to everyday safety, failure to observe the safety recommendations may
result in severe personal injury or death to you or to others. Use caution and com-

Owners Manual
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Required Equipment

Recommended
Equipment

Youn MasterCraft HAS BEEN EQUIPPED AT THE FACTORY WITH MOST OF THE fed-
crally required safety equipment for inland waters (Class 1, 16'-t0-26").
This equipment includes:

e UL-approved Marine Fire Extinguisher, Type A-BC (2 Ibs.), good for
solids, liquids, and electrical fires

e ABYC-approved Marine Mufflers with water injection

e USCG-approved Marine Flame Arrestor

« USCG-approved Engine Box Ventilation with spark-less power blower
» ABYC-approved Electric Hom sound waming device

« USCG-approved inland lighting

Federal law also requires at least one Type I,  or III Personal Flotation Device
(PFD) for each person on board or being towed on water skis or other recre-
ational equipment. In addition, one throwable Type IV PFD must also be on
board. As the owner, obtaining the appropriate PFDs is your responsibility. Your
MasterCraft dealer can--and will be happy to—assist you.

SMART OWNER WILL AVOID POTENTIAL PROBLEMS ON AN OUTING BY HAVING
additional equipment on board. Normally, this equiprent is dependent on
the body of water and the length of the trip.

We suggest the following—as a minimum. Your MasterCraft dealer can also
assist you with additional recommendations.

. An anchor with at least 75-feet of line

* A manual bailing device for removing water
» A combination oar/boat hook

. A day-and-night visual distress signal

. A first aid kit and manual

. An airway breathing tube

. A waterproof flashlight

. A set of local navigation charts

. Mooring lines and fenders

. Extra engine oil

. A tool kit

. A portable, battery-operated AM/FM radio

Owners Monual
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OATING-RELATED ACCIDENTS ARE GENERALLY CAUSED BY THE OPERATOR's |  Safefy Afloat
failure to follow basic safety rules or written precautions. Most accidents :

can be avoided if the operator is completely familiar with the boat, its operation,

and can recognize potentially hazardous situations before an accident occurs.

A WARNING

Failure to adhere to
these warnings may
result in severe injury
of death to you and/
or others.

KIERS ARE OBLIGATED TO BE AS AWARE OF THE FUNDAMENTAL SAFETY RULES AS Skiing Safety
operators must. If you are new to water skiing, seek certified training before

starting. You will find it especially helpful to join a local ski club and the AWSA,

when possible,

Always remember that the majority of water skiing injuries are the result of

impacts with other objects, so always look where you are going and be aware of
what is going on around you.

Mastercrarn I 9
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Rules of the Open Water

UST AS THERE ARE RULES WHICH APPLY WHEN DRIVING A VEHICLE ON THE STREET,

there are waterway rules which apply when you are driving a boat. These rules
are used internationally, and they are also enforced by the United States Coast
Guard and local agencies. You should be aware of these rules and follow them
whenever you encounter another vessel on the water.

In various geographic locations certain rules prevail that may be unique to the
locale, but all are basically the same as the International Rules of the Road.

The rules presented in this manual are condensed and have been provided as a
convenience only. Consult your local U.S. Coast Guard Auxiliary (USCGA),
Department of Motor Vehicles (DMV) or Department of Natural Resources
(DNR) for a complete set of rules governing the waters in which you will be
using your boat. If you plan to travel—even for a short trip—you would be well
served to contact the regional USCGA, DMV or DNR in the area where you will
be boating.

NY TIME TWO VESSELS ON THE WATER MEET ONE ANOTHER, ONE VESSEL HAS
the right-of-way. It is called the stand-on vessel. The vessel which does
NOT have the right-of-way is called the give-way or burdened vessel.

These rules determine which vessel has the right-of-way, and accordingly, what
each vessel should do.

HE VESSEL WITH THE RIGHT-OF-WAY HAS THE DUTY TO CONTINUE ITS COURSE

and speed, except to avoid an immediate collision. When you maintain your
direction and speed, the other vessel will be able to determine how best to avoid
you.

TH.E VESSEL WHICH DOES NOT HAVE THE RIGHT-OF-WAY HAS THE DUTY TO TAKE
positive and timely action to stay out of the way of the stand-on vessel.
Normally, the give-way vessel should not cross in front of the stand-on vessel.
Slow down or change directions briefly and pass behind the other vessel. You
should always move in such a way that the stand-on operator can see what you
are doing.

Masrterraft

Steering
and Salling
Rules/Sound
Signals

$tand-On Vessel

Glve-Way Vessel
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: HE USE OF AN UNAPPROVED 5KI PYLON EXTENSION OR EXTENSIONS IS NOT RECOMMENDED BY

& CAUTION MasterCraft on our products. If you elect to use unapproved merchandise, be aware that
Failure to adhere to they could create excessive stress on your boat and could result in damage not covered by the
this caution may result warranty. MasterCrafl offers a pylon extension tower that has been factory-tested and will not
in |n]ury_ damage your boat when uvsed as directed. Use of any other pylon tower may void your warranty.

A\ warniG

Failure to adhere to
these warnings may
result in severe injury
or death to you and/
or others.

Warning Plates and Labels

KEEP AWAY FAOM REAR
OF BOAT WHILE ENGINE
IS RUNNING TO AVOID

PERSONAL INJURY.

AYOID SERIOUS INJURY SHUT OFF AND/OR 0O
KOT START ENGINE BEFORE ALLOWING ANYONE
ON OR ABOUT SWIM PLATFORM.

Read and note ALL warning piates and
THISDESIGNEO v labels from bow to stem! Picles ond
labels shown here are only lor exampie,
VERTICAL EXTENSIONS
31,“.‘.:‘515‘23‘;‘}.'.“% OVER T FT. and those listed in your boat model may
FOR LEAKS OR ANY "09“"““2“5 vary significantly from these. YOU MusT
READ AND ADHERE TO AlL CAUTIONS

CORROSION AT LEAST
ANNUALLY: MAY RESULT N AND WARNINGS IN AND ON YOUR BOATI

DAMAGE TO THE BOAT.
10 Owners Manual
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The General
Prudential Rule

Rules When
Encountering
Vessels

Meeting

Tms RULE IS CALLED RULE 2 IN THE INTERNATIONAL RULES AND SAYS,

THERE ARE THREE MAIN SITUATIONS IN WHICH YOU MAY ENCOUNTER OTHER
vessels and you must observe the Steering Rules in order to avoid a colli-
sion. These are:

® Meeting (you are approaching another vessel head-on)

¢ Crossing (you are traveling across the other vessel’s path)

¢ QOvertaking ( you 4re passing or being passed by another vessel)

Using the following illustration in which you are the boat in the center, you
should give right-of-way to all vessels shown in the white area. In this instance,
you are the give-way vessel. All vessels in the shaded area must yield 1o you as
you are the stand-on vessel. Both you and the meeting vessel must alter course

to avoid each other.

0000

IF YOU ARE MEETING ANOTHER POWER VESSEL HEAD-ON, AND YOU ARE CLOSE

enough to run the risk of collision, neither of you has the right-of-way. Both
of you should alter course to avoid an accident. You should keep the other ves-
sel on your port (left) side. This rule doesn't appty if both of you can clear each
other by continuing your set course and speed.

-
-~
N <lr
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Fishing Vessel
Right-of-Way

Sailing Vessel
Right-of-Way

Reading Buoys
and Other Markers

If you navigate these type of waters, you should carry a portable air hom, which
are available from local marine supply stores.

LL VESSELS WHICH ARE FISHING WITH NETS, LINES OR TRAWLS ARE CONSIDERED
/ &.undcr International Rules to be fishing vessels. Boats with trolling lines are
not considered fishing vessels.

Fishing vessels have the right-of-way, regardless of position. These vessels, how-
ever, cannot impede the passage of other vessels in narrow channels.

S AILING VESSELS SHOULD NORMALLY BE GIVEN THE RIGHT-OF-WAY. THE
exceptions to this are: ‘

...When the sailing vesse! is overtaking the power-driven vessel, the power-
driven vessel has the right-of-way.

...Sailing vessels should keep clear of any fishing vessel.

..In a narrow chanmel, a sailing vessel should not hamper the safe passage of
a power-driven vessel which can navigate only in such a channel.

WATERS OF THE UNTTED STATES ARE MARKED FOR SAFE NAVIGATION BY THE

lateral system of buoyage. The markers and buoys you will encounter have

an arrangement of shapes, colors, numbers and lights to show which side of the
buoy a boater should pass when navigating in a particular direction.

The markings on these buoys are oriented from the perspective of being entered
from seaward while the boater is going towards the port. This means that red
buoys are passed on the starboard (right) side when proceeding from open water
into port, and black buoys are to port (left} side. When navigating out of port,
your position to the buoys should be reversed: red buoys to port and black buoys
to starboard.

Many boating bodies of water are entirely within the boundaries of a single state.
The Uniform State Waterway Marking Systems has been devised for these
waters. This system uses buoys and signs with distinctive shapes and colors to
show regulatory or advisory information.

These markers are white with black letters and orange borders. The information
signifies speed zones, restricted areas, danger areas and general information.

Remember: Markings may vary by geographic location. Always consult local
boating authorities before driving your boat in unfamiliar waters.

Owners Monual



HEN TWO POWER-DRIVEN VESSELS ARE CROSSING EACH OTHER'S PATH CLOSE
enough to run the risk of collision, the vessel that views the crossing ves-

sel to the starboard (right) side must give-way.

If the other vessel is to the port (left) side, maintain your course and direction,

provided the other vessel gives you the right-of-way as it should.

IF YOU ARE PASSING ANOTHER VESSEL, YOU ARE THE GIVE-WAY VESSEL. THIS MEANS
that the other vessel is expected to maintain its course and speed. You must stay
out of its way as you clear it, altering course and speed as necessary.

Conversely, if you are being passed by another vessel, you should maintain your
speed and direction so that the other vessel can steer itself around you.

PRI, / MCaM254

HERE ARE THREE OTHER RULES TO ALWAYS REMEMBER WHEN DRIVING YOUR
boat around other vessels:

HEN NAVIGATING IN NARROW CHANNELS, YOU SHOULD KEEP TO THE RIGHT

when it is safe and practical to do so. If the operator of a power-driven
vessel is preparing to go around a bend that may obstruct the view of other water
vessels, the operator should sound a prolonged blast on the whistle or horn—four
to six seconds.

If another vessel is around the bend, it too should sound the whistle or horn. Even

if no reply is heard, however, the vessel should still proceed around the bend with
Caution.

MasrerCrar:
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Examples of
Buoys and Markers

3
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Drain Plug (in bilge Fire Extinguish
Stern Light ug (in blgE) tre Extinguisher (under seat) g,y under seat)

Receptacle

Instrument Panel

fuel Tank Filler
Two-Piece Motor Box Throttle/Shift Control m

Fire Extinguisher {(under scat)

Ski Locker

Drain Plug (in bilge)

Battery (under seat)

Stern Light Receptacle Glove Box

Light

. lostrument Panel
Fuel Tank Filler Two-Piece Motor Box Throttle/Shift Control W

Owners Manual




The layouts pictured on these two pages are general in nature for the ProStar and
SportStar models. You should carefully review your boat from bow to stern to
determine the actual locations of items.

Drain Plue gin bl ShiJadher Fire Tativegushor o hing s s

nneder v

Glove Box
i Bow Light
Storage under Sun Pad Instrament Panel
En Compartment
ginc Com Thrattle/Shift Control :
Fuel Tank Filler ProSiar 205 V-Drive
Stern uﬁl Firc arinenislior b i se age 00 0 o
Receptacle : ._ Tt T ST e Batiin
P o oy saty
Blower Glove Box
Exhaust
Swim
oy Bow Light
Instrument Paoel
Storage under Sun Pad ) Throttle/Shift Control
. Fuel Tank Filler Two-Picce Motor Box ProStar 195
Trevm Mg v Wl [ TNI RN N TIRTIUIN TPRFE PP P I
Stern Ligh;
Receptacle '
Glove Box
Exhaugp
Swim Bow Light
Matform

TSt 1t &

i .
F i Throttle/Shift Contro
ue] Tank Filler Eagine Co tmeat ontrol SporlSIar 19
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Controls and iIndicators

Speedometer

speedomeler speedometer speedometer

Water Temp fue! Gauge
Tachometer " =T Tachometer
Clath
. Ol Pressuie :
Water Temp Crzhiong

Fuel Gauge Voltmeter

Oil Pressure

Ignihon Check Engine

Swilch Speeoda Igmihion

Calbictions & Swotch

Blowe Clock Ady .
Nav ‘Anchor Blower
.ﬂ‘xuéo| Man Lights Counlteny Check MNav Anchor Bige
ige ) ]
tights Engine Lights Pum
pump g el g ump

1. Speedometer HE SPEEDOMETER INDICATES FORWARD SPEED OF BOAT IN MILES PER HOUR.
- : Dual speedometers are required for tournament use in case of 2 faiture dur-
ing a run. The speedometer calibration switches are located on the lower right
panel, next to the navigation/anchor light switch. More information on calibra-

tion appears elsewhere.

2 i Tachometer/ THE TACHOMETER INDICATES THE ENGINE SPEED IN CRANKSHAFT REVOLUTIONS
Engine Hourmeter : per minute (RPM). Propeller shaft RPM is the same as the engine except for
boats equipped with the Power Slot 1.5-to-1 ratio package, in which case pro-

peller shaft RPM is less than that of the engine RPM.

The engine hourmeter registers accumulated engine operating time and is acti-

vated when the engine is turning at least 300 RPM (above idle). Use the hourme-
ter to keep accurate logs for scheduled maintenance.

Owners Manual
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HIS GAUGE INDICATES THE ELECTRICAL SYSTEM OPERATING CURRENT IN DC
volts. Normal operating voltage is between 12.8 and 14.8 volts with the
engine running,

HE FUEL GAUGE INDICATES THE APPROXIMATE AMOUNT OF FUEL IN THE FUEL

tank as measured in quarters of a tank. Readings are only approximate and
should be compared to the hours of operation multiplied by the known fuel con-
sumption (gallons-per-hour or GPH).

The gauge is activated with the ignition switch. Rocking motion of the boat dur-
ing normal operation will cause fluctuation of the fuel gauge. For a more accu-
rate reading, make sure that the boat is level and at rest.

Although it may be possible to see fuel in the bottom of the fuel tank, you may
not be able to operate the boat. The fuel pick-up system was designed to avoid
introducing the water and debris that inevitably accumulates in the bottom of the
tank. Rather than relying on visual inspection, you should watch the fuel gauge
and your GPH.

HE ENGINE TEMPERATURE GAUGE INDICATES THE COOLING WATER TEMPERATURE
inside the engine as measured in degrees Fahrenheit.

The normal operating temperature will range from 140° to 190° degrees. Engines
with electronic fuel injection also have a control circuit inside the engine control
module that will cause the engine to run at reduced speeds if the module senses
that the the engine is running too hot. If you notice that your speed has reduced
during normal operation without reducing the throttle, monitor your temperature
gauge. If the gauge indicates excessive temperatures during operation, slow
down immediately and turn off the ignition.

Engine '

Temperature Gaug

& CAUTION

NOTE: Damage to your engine from neglected action while running too

hot can be costly. It is not covered by your warranty!
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